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Tig. 2 
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GATHER INFORMATION ON SIGNAL POWER AND 
ADJUST OADM MODULE ACCORDINGLY AT NODE B IN 
NORMAL OPERATION 



N 202 



CALCULATE PUMP POWER AND STORE THE CALCULATED 
VALUE IN LOCAL MEMORY OF RX AMPLIFIER; AND 
ACCOUNT FOR NOISE POWER LOSS DUE TO: 

• SPECTRAL FILTERING; OR 

• NOISE POWER CONVERSION EFFICIENCY 



LOS (LOSS OF SIGNALS) IN LINK 1 IS DETECTED 



206 



INCREASE THE PUMP POWER TO THE 
CALCULATED VALUE FOR RX AMPLIFIER 
IMMEDIATELY 



i 

KEEP THE RX AMPLIFIER AT AUTOMATIC 
POWER CONTROL MODE 
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SHUT DOWN THE RX AMPLIFIER VERY SLOWLY 
- SLOWER THAN 

• AGC; or 

• SRS TILTING CONTROL; 
OR 

CONTINUE RX AMPLIFIER OPERATION AS A 
CONSTANT HIGH POWER NOISE SOURCE USING 
AUTO POWER CONTROL CIRCUIT 



ADJUST THE OADM MODULE ACCORDINGLY 
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